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FASTENERS

NR83A, NR83A2, NR90AC, NR90AC2, NR90AC3, NR90GR, NR90GR2, NR90AE
Full Round Head Brite Basic Plastic Strip Framing Nails
10100	 2" x .113 SM 		  6	 48	 1810
10122	 2" x .113 RG		  6	 48	 1810
10102	 2-3/8" x .113 SM 		  5	 48	 1860
10102M	 2-3/8" x .113 SM BS FRH		  2	 48
10103	 2-3/8" x .113 RG		  5	 48	 1860
10103M 	 2-3/8" x .113 RG BS FRH		  2	 48
10203	 2-3/8" x .113 SC		  5	 48	 1860
10105	 3" x .120 SM 		  4	 48	 2005
10133	 3" x .120 RG		  4	 48	 2005
10124	 3" x .120 SC 		  4	 48	 2003
10107	 3-1/4" x .120 SM  		  4	 48	 2195
10132	 2-1/2" x .131 SM 		  5	 48	 2435
10132M	 2-1/2" x .131 SM BS FRH 		  2	 48	
10131	 2-1/2" x .131 RG 		  5	 48	 2435
10110	 3" x .131 SM 		  4	 48	 2340
10110M	 3" x .131 SM BS FRH		  2	 28
10186	 3" x .131 RG 		  4	 48	 2340
10111	 3-1/4" x .131 SM 		  4	 48	 2535
10111M	 3-1/4" x .131 SM BS FRH		  2	 48	
10109	 3-1/4" x .131 SC 		  4	 48	 2535
10120	 3-1/2" x .131 SM		  4	 48	 2580
10000	 1-1/2" x .148 SM        		  5	 48	 2100
10143M	 2-3/8" x .148 SM BS FRH		  2	 48	
10136	 3" x .148 SM  		  4	 48	 2970
10138M	 3-1/4" x .148 SM BS FRH  		  2	 48	
10140	 3-1/2" x .162 SM  		  3	 48	 3110

NR83A, NR83A2, NR90AC, NR90AC2, NR90AC3, NR90GR, NR90GR2, NR90AE
Full Round Head Electro Galvanized Plastic Strip Framing Nails
10123	 2" x .113 RG 		  6	 48	 1810
10104	 2-3/8" x .113 SM 		  5	 48	 1860
10112	 2-3/8" x .113 RG 		  5	 48	 1860
10113	 3" x .120 SM 		  4	 48	 2005
10117	 3" x .120 RG 		  4	 48	 2005
10106	 3" x .120  SC 		  4	 48	 2005
10114	 3-1/4" x .120 SM		  4	 48	 2195
10119	 3-1/4" x .120 SC 		  4	 48	 2195
10155	 2-1/2" x .131 SM 		  5	 48	 2435
10115	 3" x .131 SM 		  4	 48	 2340
10116	 3-1/4" x .131 SM		  4	 48	 2535

NR83A, NR83A2, NR90AC, NR90AC2, NR90AC3, NR90GR, NR90GR2, NR90AE
Full Round Head Hot Dipped Galvanized Plastic Strip Framing Nails
10171M	 2" x .113 RG HDG FRH		  2	 48
10159	 2-3/8" x .113 SC DP HDG-FRH 		  5	 48
10160	 2-3/8" x .113 SM HDG FRH		  5	 48
10161	 2-3/8" x .113 RG HDG FRH 		  5	 48
10161M	 2-3/8" x .113 RG HDG FRH		  2	 48
20161S	 2-3/8" x .113 RG HDG FRH	 1	 4
10162	 3" x .131 SM HDG FRH		  4	 48
10162M	 3" x .131 SM HDG FRH		  2	 48
10163	 3-1/4" x .131 SM HDG FRH 		  4	 48
10163M	 3-1/4" x .131 SM HDG FRH		  2	 48
10164	 3-1/2" x .131 SM HDG FRH		  4	 48
10165	 3" x .120 SC DP HDG FRH		  4	 48
10165M	 3" x .120 SC DP HDG FRH		  2	 48
10166	 3-1/4" x .120 SC DP HDG FRH		  4	 48
10166M	 3-1/4" x .120 SC DP HDG FRH		  2	 48
10168	 2-1/2" x .131 SM HDG FRH		  4	 48
10300	 3" x .120 SM HDG FRH		  4	 48
10301	 2-1/4" x .148 SM HDG FRH		  4	 48
10302	 3" x .120 RG HDG FRH		  4	 48
10302M	 3" x .120 RG HDG FRH		  2	 48
20302S	 3" x. 120 RG HDG FRH	 1	 4
10303	 3-1/2" x .162 SM HDG FRH		  3	 48
10305	 3-1/4" x .148 SM HDG FRH		  3	 48
10306	 3-1/4" x .131 SC  HDG FRH		  4	 48
10307	 2-3/8" x .148 SM HDG FRH		  4	 48
10308	 3" x .131 SM 304 SS FRH		  4	 48
10309	 3-1/4" x .120 RG HDG FRH		  4	 48
10309M	 3-1/4" x .120 RG HDG FRH		  2	 48	

NR83A, NR83A2, NR90AC, NR90AC2, NR90AC3, NR90GR, NR90GR2, NR90AE
Full Round Head 304 Stainless Steel Plastic Strip Framing Nails
10150	 2-3/8" x .113 RG 304 SS 	 1	 5	 48	 1860
10152	 3" x .131 RG 304 SS 	 1	 4	 48	 2340
10153	 3-1/4" x .120 RG 304 SS  	 1	 4	 48	 2195

NR83A, NR83A2, NR90AC, NR90AC2, NR90AC3, NR90GR, NR90GR2, NR90AE
Full Round Head 316 Stainless Steel Plastic Strip Framing Nails	
10250	 2-3/8" x .113 RG 316 SS 	 1	 5	 48	 1860
10253	 3-1/4" x .120 RG 316 SS  	 1	 4	 48	 2195

NR83A, NR83A2, NR90AC, NR90AC2, NR90AC3, NR90GR, NR90GR2, NR90AE
Full Round Head Hot Dipped Galvanized Plastic Strip Hardi Nails
10172	 2-5/8" x .113 SM 		  5	 48	 1960
10174	 2-1/2" x .113 SM     		  5	 48	 2100
10173	 3" x .120 SM 		  4	 48	 2195

NR83A, NR83A2, NR90AC, NR90AC2, NR90AC3, NR90GR, NR90GR2, NR90AE
Full Round Head Heat Treated Plastic Strip Nails
10199	  2-1/4" x .120 SM		  5	 48	 1950
10198	  2-1/4" x .120 SC   		  5	 48	 1950

NR83A, NR83A2, NR83A2(S), NR90AC, NR90AC2, NR90AC3, NR90GR, NR90GR2, NR90AE
Full Round Electro Galvanized Plastic Strip Ballistic Fasteners	
17640	 8 x 1-3/4" Threaded SC EG	 1	 4	 48	 1235
17641	 8 x 2" Threaded SC EG	 1	 4	 48	 1430
17644	 8 x 2-1/4" Threaded SC EG 	 1	 4	 48	 1530
17642	 8 x 2-1/2" Threaded SC EG 	 1	 4	 48	 1715
17643	 8 x 2-3/4" Threaded SC EG	 1	 4	 48	 1910
17645	 8 x 3" Threaded SC EG	 1	 4	 48	 2005

N3804AB, N3804AB2, N3804AB3
18 Gauge Electro Galvanized Finish Staples	
11099S	 1/4" x 1/2" - 18 GA EG     	 5	 50	 69
11100S	 1/4" x 5/8"18 GA EG        	 5	 50	 60
11101S	 1/4" x 3/4" - 18 GA EG     	 5	 30	 84
11102S	 1/4" x 7/8" - 18 GA EG     	 5	 50	 44
11103S	 1/4" x 1" -  18 GA EG     	 5	 30	 69
21103S	 1/4" x 1" -  18 GA EG      	 1	 10	 150
11104S	 1/4" x 1-1/8" - 18 GA EG     	 5	 30	 60
11105S	 1/4" x 1-1/4" -18 GA EG    	 5	 50	 36
11107S	 1/4" x 1-1/2" -18 GA EG    	 5	 30	 48

N5008AA, N5008AB, N5008AC, N5008AC2
16 Gauge Standard Crown Staples 
11200	 7/16" x 1"  		  10	 60	 1115
11201	 7/16" x 1-1/4"		  10	 60	 1386
11203	 7/16" x 1-1/2"		  10	 60	 1655
11204	 7/16" x 1-5/8"		  10	 60	 1835
11205	 7/16" x 1-3/4"		  10	 60	 2015
11206	 7/16" x 2" 		  10	 60	 2075

N3824A, N5024A, N5024A2		
16 Gauge Roofing Staples
11300	 1" x  5/8"  		  10	 60	 1086
11301	 1" x  7/8" 		  10	 60	 1235
11305	 1" x  3/4" 		  10	 60	 1175
11302	 1" x  1"		  10	 60	 1355
11303	 1" x  1-1/4"		  10	 60	 1655
11304	 1" x  1-1/2"		  10	 60	 1895

Other Brands
Medium Crown and Wide Crown Staples
11403	 1" x 1-1/4" 16 GA GS Paslode Style		  10	 60	 1690
11404	 1" x 1-1/2" 16 GA GS Paslode Style		  10	 60	 1835
11506	 1/2" x 1-1/4" 16 GA GS Paslode Style		  10	 60	 1355
11504	 1/2" x 1-1/2" 16 GA GS Paslode Style		  10	 60	 1655
11507	 1/2" x 1-3/4" 16 GA GS Paslode Style		  10	 60	 1835
11601	 1/2" x 1-1/2" Bostitch Style		  10	 60	 1595
11602	 1/2" x 1-3/4" Bostitch Style 		  10	 60	 1835

NV45AB, NV45AB2, NV45AB2S, NV45AC, NV45AE, NV45AES				  
Wire Coil Electro Galvanized Roofing Nails	
12100	 1" x .120 SM 		  7.2	 48	 1335
12101	 1-1/4" x .120 SM    		  7.2	 48	 1575
12102	 1-1/2" x .120 SM 		  7.2	 40	 1515
12103	 1-3/4" x .120 SM 		  7.2	 40	 1755

NV45AB, NV45AB2, NV45AB2S, NV45AC, NV45AE, NV45AES
Wire Coil Stainless Steel Roofing Nails
12120	 1-1/4" x .120 SM 304 SS   		  7.2	 48	 1650

NV83A, NV83A2, NV65AC					   
Full Round Head Brite Basic Wire Coil Framing Nails	
12200	 2" x .099 SM 		  9	 40	 1835
12201	 2" x .099 RG 		  9	 40	 1835
12205	 2" x .099 SC BL CHS		  9	 40	 1835
12206	 2-1/4" x .099 SC BL CHS		  9	 40	 1955
12219	 2-3/8" x .099 RG 		  9	 40	 2005
12218	 2-1/2" x .099 SC BL CHS		  9	 40	 2075
12203	 2" x .113 SM 		  5	 56	 1775
12226	 2" x .113 RG		  5	 56	 1775
12221	 2-3/8" x .113 SM 		  5	 48	 1860
12211	 2-3/8" x .113 RG 		  5	 48	 1860
12213	 3" x .120 SM		  4	 45	 1925
12231	 3" x .120 SC		  4	 45	 1925
12215	 3-1/4" x .120 SM 		  4	 45	 2000
12214	 3-1/4" x .120 SC 		  4	 45	 2000
12236	 2-1/2" x .131 SM		  4.5	 48	 2000
12236H	 2-1/2" x .131 SM BS FRH 		  2.4	 72
12216	 3" x .131 SM 		  4	 45	 2240
12216H	 3" x .131 SM BS FRH   		  2.4	 60
12217	 3-1/4" x .131 SM 		  4	 45	 2330
12217H	 3-1/4" x .131 SM BS FRH		  2.4	 60

Item Code	 Description	 M's Box	 M's Ctn.	 Ctns/Skid	 Wt/lbs/Skid Item Code	 Description	 M's Box	 M's Ctn.	 Ctns/Skid	 Wt/lbs/Skid

COMPRESSORS

Includes
Synthetic Oil (SAE5W50 8oz). . . . . . . . . . . . . . . . . . .                    19210B
Oil Dipstick. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                 724119
Intake Filter. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 724044
Wheel. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                     724005
Pressure Gauge . . . . . . . . . . . . . . . . . . . . . . . . . . . .                             724088
Drive Belt. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                  724050
Regulator. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                  724065

Specifications
Power Output. . . . . . . . . . . . . . . .                6.5 Net HP* @ 3,600 RPM
Tank Capacity. . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                              8 Gallon
Displacement. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                               196 cc
Motor RPM. . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                             1,380 RPM
Max Pressure. . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                               125 PSI
CFM. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                  9.6 @ 90 PSI
Weight . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                   170 lbs

Includes
Synthetic Oil (SAE5W50 8oz). . . . . . . . . . . . . . . . . . .                    19210B
Breather Pipe Plug . . . . . . . . . . . . . . . . . . . . . . . . . .                           885483
Wheel. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                     885423
Pressure Gauge . . . . . . . . . . . . . . . . . . . . . . . . . . . .                             885446
Drive Belt. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                  885444
Filter. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                      881553

Specifications
Power Output. . . . . . . . . . . . . . . .                5.5 Net HP* @ 3,600 RPM
Tank Capacity. . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                              8 Gallon
Displacement. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                               196 cc
Motor RPM. . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                             3,200 RPM
Max Pressure. . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                               145 PSI
CFM. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                  9.3 @ 90 PSI
Weight . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                   144 lbs

Features
•	 Powered by a professional grade Honda GX engine
•	 Cast iron pump with oil splash lubrication and ball bearing 

mounted crank shaft for durability
•	 10" fly cooling wheel, coupled with a shroud to direct air over 

compressor coils, allows continuous use without the threat 
overheating

•	 Belt drive lowers pump RPM for longer life

Features
•	 Powered by a professional grade Honda GX engine
•	 Solid cast iron cylinder provides industry recognized 

premium material for long life, consistent compression and 
low oil carryover

•	 Oversized oil level site glass allows everyone to monitor the 
oil level for the pump avoiding pump damage due to lock up 
from inadequate oil supply

*	 The power rating of the engine indicated in this document is the net 
power output tested on a production engine for the engine model and 
measured in accordance with SAE J1349 at a specified rpm.  Mass 
production engines may vary from this value. Actual power output 
for the engine installed in the final machine will vary depending on 
numerous factors, including the operating speed of the engine in 
application, environmental conditions, maintenance, and other variables.

*	 The power rating of the engine indicated in this document is the net 
power output tested on a production engine for the engine model and 
measured in accordance with SAE J1349 at a specified rpm.  Mass 
production engines may vary from this value. Actual power output 
for the engine installed in the final machine will vary depending on 
numerous factors, including the operating speed of the engine in 
application, environmental conditions, maintenance, and other variables.

EC2510E
8 Gallon Gas Powered Wheeled 
Air Compressor

EC25E
8 Gallon Gas Powered Wheeled 
Air Compressor

1

1

Features
•	 Solid rubber wheel
•	 Two air outlets
•	 Retractable handles
•	 Integrated control panel
•	 Easy to start at low voltage supply

EC1110
5-Gallon Wheelbarrow Air Compressor

1 Includes
Synthetic Oil (SAE5W50 8oz). . . . . . . . . . . . . . . . . . .                    19210B
Oil Dipstick. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                 881460

Specifications
Power Output. . . . . . . . . . . . . . . . . . . . . . . . . . . .                           1.6 Run HP
Tank Capacity. . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                              5 Gallon
Amps. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                         15
Motor RPM. . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                             3,450 RPM
Max Pressure. . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                               145 PSI
CFM. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                  4.2 @ 90 PSI
Weight . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                    83 lbs
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FASTENERS
NT45A, NT50AD, NT32AE, NT50AE, NT32AE2, NT50AE2		
18 Gauge Electro Galvanized Brad Nails	
14100S	 5/8" x 18 GA EG         	 5	 100	 48
14101S	 3/4" x 18 GA EG            	 1	 10	 400
14102S	 1"x 18 GA EG               	 5	 100	 48
14105S	 1-3/4" x 18 GA EG          	 5	 100	 24
14106S	 1-1/4" x 18 GA EG         	 5	 100	 24
14107S	 1-1/2" x 18GA EG          	 5	 50	 48
14108S	 2" x 18 GA EG              	 5	 50	 48

NT65A, NT65A2, NT65A3, NT65M, NT65M2
16 Gauge Finish Nails
14200	 1" 	 5	 60	 48	 2485
14201	 1-1/4" 	 5	 40	 48	 2195
24201S	 1-1/4" x 15 GA EG	 1	 10	 105
14202	 1-1/2"     	 2.5	 30	 48	 1955
24202S	 1-1/2" x 15 GA  EG 	 1	 10	 105
14203	 1-3/4" 	 2.5	 30	 48	 2295
24203S	 1-3/4" x 15 GA EG   	 1	 10	 104
14204	 2" 	 2.5	 30	 48	 2435
24204S	 2" x 15 GA EG      	 1	 10	 104
14206	 2-1/2" 	 2.5	 20	 48	 2150
24206S	 2-1/2" x 15 GA EG   	 1	 10	 78

NT65GB
16 Gauge Galvanized Angle Finish Nails
14412	 1-1/4" 	 2	 12	 126	
14413	 1-1/2" 	 2	 12	 126	
14414	 1-3/4"	 2	 12	 105
14415	 2"     	 2	 12	 105	
14418	 2-1/2" 	 2	 12	 84

NT65AA, NT65MA, NT65MA2, NT65MA3, NT65MA4
15 Gauge Angled Finish Nails 
14302	 1-1/4" 	 4	 16	 80	 2035
14303	 1-1/2"	 4	 16	 80	 2515
14304	 1-3/4"	 4	 16	 60	 2075
14305	 2" 	 4	 16	 60	 2435
14306	 2-1/4" 	 4	 16	 60	 2675
14308	 2-1/2" 	 3	 12	 60	 2255
14307	 2-1/2" 14 GA	 3	 12	 60	 2615

NT65AA, NT65MA, NT65MA2, NT65MA3, NT65MA4
15 Gauge Electro Galvanized Angled Finish Nails 
14313	 1-1/2"	 4	 16	 60	 1895
14315	 2" 	 4	 16	 60	 2375
14318	 2-1/2"	 3	 12	 60	 2315

NT65AA, NT65MA, NT65MA2, NT65MA3, NT65MA4
15 Gauge Stainless Steel Angled Finish Nails 	
14334	 2"  304 SS	 4	 16	 60	 2058
14335	 2-1/4"  304 SS	 4	 16	 60	 2288
14336	 2-1/2"  304 SS	 3	 12	 60	 2538

NR90AF 
Offset Round Head 28", Wire Weld, Basic
28002	 2-3/8" x .113 SM		  2	 100
28003	 2-3/8" x .113 RG  		  2	 100
28008	 3" x .120 SM  		  2	 100 
28012	 3-1/4" x .120 SM		  2	 100
28016	 3-1/2" x .131 SM 		  2	 100

NR83AA, NR83AA2, NR90AA, NR83AA3, NR90AD, NR90GC, NR90GC2				  
Clipped Head Paper Tape Framing Nails
15116	 2" x .120 RG		  4.8	 80	 2637
15100	 2-3/8" x .120 SM 		  4.8	 80	 3139
15101	 2-3/8" x .120 RG 		  4.8	 80	 3139
15105	 3" x .120 SM 		  2.5	 84	 2191
15125	 3" x .120 RG 		  2.5	 84	 2191
15107	 3-1/4" x .120 SM 		  2.5	 84	 2359
15115	 3-1/4" x .120 RG 		  2.5	 84	 2359
15109	 3" x .131 SM 		  2.5	 84	 2470
15110	 3-1/4" x .131 SM		  2.5	 84	 2725
15126	 3-1/2" x .131 SM 		  2.5	 84	 2849

NR83AA, NR83AA2, NR90AA, NR83AA3, NR90AD, NR90GC, NR90GC2
Electro Galvanized Clipped Head Paper Tape Framing Nails
15121	 2-3/8" x .120 RG 		  4.8	 80	 3155
15124	 3" x .120 RG 		  2.5	 84	 2191
15120	 3" x .131 SM 		  2.5	 84	 2475
15119	 3-1/4" x .131 SM 		  2.5	 84	 2725

NR83AA, NR83AA2, NR90AA, NR83AA3, NR90AD, NR90GC, NR90GC2
Hot Dipped Galvanized Clipped Head Paper Tape Framing Nails
15132	 2-3/8" x .120 SM 		  4.8	 80	 2637
15133	 2-3/8" x .120 RG 		  4.8	 80	 3155
25133S	 2-3/8" x .120 RG HDG CLH	 1	 4	 72
15136	 3" x .120 SM 		  2.5	 84	 2191
15137	 3" x .120 RG 		  2.5	 84	 2191
25137S	 3" x .120 RG HDG CLH   	 1	 4	 72
15140	 3-1/4" x .120 SM 		  2.5	 84	 2359
15141	 3-1/4" x .120 RG 		  2.5	 84	 2359
15138	 3" x .131 SM 		  2.5	 84	 2470
15139	 3" x .131 RG   		  2.5	 84	 2725
15142	 3-1/4" x .131 SM		  2.5	 84	 2849
15143	 3-1/4" x .131 RG		  2.5	 84	 2849
15144	 3-1/2" x .131 SM 		  2.5	 84	 2849
15145	 3-1/2" x .131 RG		  2.5	 84	 2849

NR65AK, NR65AKS 
Heat Treated Brite Basic Paper Tape Strap Tite Nails
17121	 1-1/2" x .131 SM		  4	 96	 2630
17124	 1-1/2" x .148 SM  		  3	 96	 2535
17126	 2-1/2" x .131 SM  		  2.5	 96	 2535
17127	 2-1/2" x .148 SM		  2.5	 96	 3205
17130	 2-1/2" x .162 SM 		  2	 96	 3110

NR65AK, NR65AKS 
Heat Treated Hot Dipped Galvanized Paper Tape Strap Tite Nails
17131	 1-1/2" x .131 SM		  4	 96	 2630
17134	 1-1/2" x .148 SM  		  3	 96	 2535
17136	 2-1/2" x .131 SM  		  2.5	 96	 2535
17137	 2-1/2" x .148 SM		  2.5	 96	 3205
17140	 2-1/2" x .162 SM 		  2	 96	 3110

NR65AK, NR65AKS
316 Stainless Steel Paper Tape Strap Tite Nails 	
17151	 1-1/2" x .131 SM	 0.5	 4	 80	 2115
17154	 1-1/2" x .148 SM  	 0.5	 3	 80	 1955
17156	 2-1/2" x .131 SM	 0.5	 2.5	 80	 2115
17157	 2-1/2" x .148 SM	 0.5	 2.5	 64	 2085
17160	 2-1/2" x .162 SM 	 0.5	 2	 64	 2020

NP35A
23 Gauge Headless Pins 	
23000	 5/8" x 23 GA Galv	 2	 120
23001	 3/4" x 23 GA Galv	 2	 120
23002	 1"x 23 GA Galv        	 2	 120
23003	 1-3/16" x 23 GA Galv 	 2	 120
23004	 1-3/8" x 23 GA Galv	 2	 120

NT50AF, NT50AGF, NT50YF
15 Gauge Flooring T-Cleat 	
42629H	 2"FLOOR T-CLEAT NAIL    	 1	 10	 62
42640H	 1-1/2"FLOOR T-CLEAT NAIL   	 1	 5	 144
42646H	 1-3/16"FLOOR T-CLEAT NAIL  	 1	 5	 144

NT50AF
15 Gauge Flooring L-Cleat 
04702H	 2"FLOOR L-CLEAT NAIL     	 1	 5	 128
04704H	 1-1/2"FLOOR L-CLEAT NAIL   	 1	 5	 128

N5009AF
15 Gauge Flooring Staple 
04722H	 2"15Ga FLOOR STAPLE      		  7.7	 60
04724H	 1-1/2"15Ga FLOOR STAPLE  		  9.6	 60

N2503AF
20 Gauge Flooring Staple 
47592H	 1"20Ga FLOOR STAPLE        	 5	 50	 96

Item Code	 Description	 M's Box	 M's Ctn.	 Ctns/Skid	 Wt/lbs/Skid Item Code	 Description	 M's Box	 M's Ctn.	 Ctns/Skid	 Wt/lbs/Skid
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FASTENERS
NV83A, NV83A2, NV65AC
Full Round Head Electro Galvanized Wire Coil Framing Nails
12202	 2" x .099 RG 		  9	 40	 1585
12207	 2-3/8" x .099 RG 		  9	 40	 2075
12227	 2" x .113 RG		  5	 56	 1705
12228	 2-3/8" x .113 RG 		  5	 48	 1860
12235	 3" x .120 RG 		  4	 45	 1920
12232	 3" x .120 SC 		  4	 45	 1920
12220	 3-1/4" x .120 SM 		  4	 45	 2000
12222	 3-1/4" x .120 SC 		  4	 45	 2000
12237	 2-1/2" x .131 SM 		  4	 48	 2000
12233	 2-1/2" x .131 RG             		  4.5	 48	 2000
12229	 3" x .131 SM		  4	 45	 2070
12230	 3-1/4" x .131 SM 		  4	 45	 2330

NV83A, NV83A2, NV65AC
Full Round Head Hot Dipped Galvanized Wire Coil Framing Nails	
12700	 2" x .099 RG 		  5	 48	 1915
12701	 2-3/8" x .099 RG 		  5	 48	 1525
12703	 2" x .113 RG		  4	 48	 1605
12705	 2-3/8" x .113 RG 		  4	 48	 1955
12705H	 2-3/8" x.113 RG HDG FRH		  2.7	 72
12707	 3" x .120 RG 		  4	 45	 2015
12707H	 3" x.120 RG HDG FRH    		  2.4	 60
12708	 3" x .120 SC 		  4	 45	 2015
12709	 3-1/4" x .120 SM 		  4	 45	 2150
12710	 3-1/4" x .120 SC 		  4	 45	 2150
12711	 2-1/2" x .131 SM 		  4	 48	 2005
12712	 2-1/2" x .131 RG             		  4	 48	 2005
12713	 3" x .131 SM		  4	 45	 2240
12714	 3-1/4" x .131 SM 		  4	 45	 2510
12714H	 3-1/4" x.131 SM HDG FRH 		  2.4	 60

NV83A, NV83A2, NV65AC
Heat Treated Brite Basic Coil Nails
12400	 1-1/2" x .099 SM HT 		  4.5	 48	 870
12400H	 1-1/2" x.099 SM BS HT FRH  		  3	 96
12406	 2-1/4" x .099 SM HT          		  4.5	 48	 1205
12406H	 2-1/4" x.099 SM HT BS FRH		  3	 72
12407	 2-1/4" x .099 SC HT 		  4.5	 48	 1205
12410	 1-1/2" x .113 SM HT 		  4.5	 48	 1105
12416	 2-1/4" x .113 SM HT 		  4.5	 48	 1540

NV83A, NV83A2, NV65AC
Full Round Head Stainless Steel Wire Coil Nails	
12600	 2" x .099 RG 304 SS		  9	 40	 1583
12601	 2-3/8" x .099 RG 304 SS		  5	 40	 2485
12604	 2" x .113 RG 304 SS		  5	 48	 1830
12605	 2-3/8 x .113 RG 304 SS		  5	 48	 1860
12605S	 2-3/8" x.113 RG SS304    		  1	 120
12607	 3" x .120 RG 304 SS		  4	 45	 1925
12608	 3" x .120 SC 304 SS		  4	 45	 1925
12609	 3-1/4" x .120 SM 304 SS		  4	 45	 2060
12610	 3-1/4" x .120 SC 304 SS		  4	 45	 2060
12603	 2-3/8" x. 131 RG 304 SS 		  5	 48	 3240
12611	 2-1/2" x .131 SM 304 SS		  4	 45	 1910
12612	 2-1/2" x .131 RG 304 SS		  4	 45	 1910
12613	 3" x .131 SM 304 SS		  4	 45	 2150
12606	 3" x .131 RG 304 SS		  4	 45	 2150
12614	 3-1/4" x .131 SM 304 SS		  4	 45	 2420
12615	 3-1/4" x .131 RG 304 SS		  4	 45	 2420

NV50A1 & NV50AE
Brite Basic Mini Wire Coil Nails	
12301	 1-1/4" x. 083 RG		  16	 40	 1435
12305	 1-1/2" x .083 SM 		  16	 40	 1634
12306	 1-1/2" x .083 RG 		  16	 40	 1634
12311	 1-3/4" x .083 RG 		  16	 40	 1875
12315	 2" x .083 SM 		  12	 40	 1595
12316	 2" x .083 RG  		  12	 40	 1595

NV50A1 & NV50AE
Electro Galvanized Mini Wire Coil Nails
12302	 1-1/4" x .083 RG 		  16	 40	 1397
12307	 1-1/2" x .083 RG 		  16	 40	 1634
12312	 1-3/4" x .083 RG 		  16	 40	 1907
12317	 2" x .083 RG 		  12	 40	 1599

NV50A1 & NV50AE
Stainless Steel Mini Wire Coil Nails
12322	 1-1/2" x 083 RG 304 SS 		  5.6	 36	 560
12320	 1-3/4" x .083 RG 304 SS 		  5.6	 36	 648
12321	 2" x .083 RG 304 SS 		  5.6	 36	 710

NV50AP2, NV50AP3				  
Plasti-Cap Electro Galvanized  Wire Coil Nails	
12359	 7/8" x .083 RG 		  2.8	 75	 805
12343	 1-1/4" x .083 RG 		  2.8	 75	 860
12358	 2" x .083 RG 		  2.8	 75	 1060

NV50AP2, NV50AP3
Metal-Cap Electro Galvanized Wire Coil Nails	
12346	 7/8" x .083 RG 		  2.8	 75	 1150
12344	 1-1/4" x .083 RG 		  2.8	 75	 1250
12345	 2" x .083 RG 		  2.8	 75	 1400

NV65AC					   
Plastic Sheet  Concrete Coil Nails 
CV3838	 1-1/2" x .150 SM	 0.54	 2.16	 30	 680
CV3850	 2" x .150 SM	 0.54	 2.16	 30	 875
CV3865	 2-1/2" x .150 SM	 0.54	 2.16	 30	 1085

VH650					   
Electro Galvanize Plastic Coil Nails
13260	 1-7/8" x .086 SM 		  9	 30	 895
13261	 1-7/8" x .086 RG		  9	 30	 895
13262	 2-1/4" x .092 SM 		  7.2	 30	 1014
13263	 2-1/4" x .092 RG  		  7.2	 30	 1014

VH650 
Brite Basic Plastic Coil Nails
13280	 2" x .086 SM   		  7.2	 30	 820

NV65AH, NV75AG					   
Plastic Sheet Aluminum Coil Nails
13310	 1-7/8" x .092 RG 		  6	 30	 335

NV65AH, NV75AG
Plastic Sheet Electro Galvanized Coil Nails	
13304	 1-3/4" x .086 RG 		  6	 30	 650
13313	 2" x .092 RG 		  6	 30	 845
13321	 2-1/4" x .092 SM 		  4.8	 30	 755
13320	 2-1/4" x .092 RG 		  4.8	 30	 755
13306	 1-7/8" x .099 SM  		  6	 30	 838
13307	 1-7/8" x .099 RG  		  6	 30	 850
13326	 2" x .099 SM 		  6	 30	 877

NV65AH, NV75AG
Plastic Sheet Hot Dipped Galvanized Coil Nails	
13305	 1-3/4" x .086 RG 		  6	 30	 755
13316	 2" x .092 RG 		  6	 30	 845
13328	 2-1/4" x .092 SM 		  4.8	 30	 755
13325	 2-1/4" x .092 RG 		  4.8	 30	 755
13331	 2-1/2" x .092 SM 		  4.8	 30	 816
13330	 2-1/2" x .092 RG 		  4.8	 30	 816

NV65AH, NV75AG
Plastic Sheet Stainless Steel Coil Nails	
13327	 2-1/4" x .092 RG 304 SS	 2.4	 4.8	 24	 615

NV65AH, NV75AG
Plastic Sheet Hot Dipped Galvanized Coil Hardi Nails	
13375	 2" x .092 SM 		  6	 30	 965
13376	 2" x .092 RG 		  6	 30	 965
13388	 2-1/4" x .092 SM      		  4.8	 30	 755
13385	 2-1/4" x .092 RG 		  4.8	 30	 755
13389	 2-1/2" x .092 SM   		  4.8	 30	 845
13390	 2-1/2" x .092 RG		  4.8	 30	 845
13391	 3" x .113 SM 		  4.8	 30	 912

NV65AH, NV65AHS, NV75AG
Hot Dipped Galvanized Wire Coil Siding Nails	
13363	 1-3/4" x .092 RG   		  3.6	 60	 995
13364	 2" x .092 SM 		  3.6	 60	 1115
13365	 2" x .092 RG       		  3.6	 60	 1115
13366	 2-1/4" x .092 SM  		  3.6	 60	 1235
13367	 2-1/4" x .092 RG    		  3.6	 60	 1235
13369	 2-1/2" x .092 RG 		  3.6	 60	 1415

NV65AH, NV75AG
Plastic Sheet Stainless Steel Coil Hardi Nails	
13386	 2-1/4" x .092 SM 304 SS      	 2.4	 4.8	 30	 785
13387	 2-1/4" x .092 RG 304 SS 	 2.4	 4.8	 30	 785

NV65AH, NV75AG
Electro Galvanized Wire Coil Siding Nails
13334	 1-3/4" x .092 RG  		  3.6	 60	 875
13333	 2" x .092 SM 		  3.6	 60	 1055
13335	 2" x .092 RG 		  3.6	 60	 1055
13339	 2-1/4" x .092 SM 		  3.6	 60	 1175
13338	 2-1/4" x .092 RG 		  3.6	 60	 1175
13340	 2-1/2" x .092 RG 		  3.6	 60	 1295

NV65AH, NV75AG
Stainless Steel Wire Coil Siding Nails
13350	 1-3/4" x .090 RG 304 SS 	 0.9	 3.6	 48	 755
13355	 2" x .090 RG 304 SS 	 0.9	 3.6	 48	 838
13352	 2-1/4" x .090 RG 304 SS 	 0.9	 3.6	 48	 952
13356	 2-1/2" x .090 RG 304 SS   	 0.9	 3.6	 48	 1045

Item Code	 Description	 M's Box	 M's Ctn.	 Ctns/Skid	 Wt/lbs/Skid Item Code	 Description	 M's Box	 M's Ctn.	 Ctns/Skid	 Wt/lbs/Skid
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Optional
12" Bar/Chain 3/8" Sprocket . . . . . . . . . . . . . . . . .                  6685294 
14" Bar/Chain 3/8" Sprocket . . . . . . . . . . . . . . . . .                  6685295
Spike Set . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                 6696329

CS33EB16
16" Rear Handle Chain Saw, 32.2 cc

Specifications
Engine Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                              2-Stroke
Displacement. . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                               32.2 cc
Fuel Tank Capacity. . . . . . . . . . . . . . . . . . . . . . . . .                         11.8 fl oz
Bar & Chain . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                              Oregon®
Optional Bar Length . . . . . . . . . . . . . . . . . . . . . . . . .                        12", 14"
Pitch. . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                             3/8" (Low Profile)
CARB Tier III Compliant. . . . . . . . . . . . . . . . . . . . . . . . . . .                          Yes
Dry Weight. . . . . . . . . . . . . . . . . . .                   8.4 lbs (Powerhead Only)

Features
•	 Features PureFire low emission 2-stroke engine technology
•	 Five point anti-vibration system provides maximum comfort 

to get more done with less fatigue
•	 16" Oregon bar and chain reduces kickback and provides 

excellent cutting performance
•	 Inertia activated chain break stops chain rotation for 

improved safety
•	 Outstanding power-to-weight  reduces fatigue resulting in 

higher productivity
•	 Side access chain tensioner provides for quick and easy 

chain adjustment
•	 Two bar mounting studs keep the chain at peak cutting 

efficiency

Optional
12" Bar/Chain 3/8" Sprocket Nose . . . . . . . . . . . . . 6685294
Spike Set . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                 6696329

CS33ET14
14" Top Handle Chain Saw, 32.2 cc

Specifications
Engine Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                              2-Stroke
Displacement. . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                               32.2 cc
Fuel Tank Capacity. . . . . . . . . . . . . . . . . . . . . . . . .                         10.1 fl oz
Bar & Chain . . . . . . . . . . . . . . . . . .                 Oregon® (Sprocket Nose)
Optional Bar Length . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                            12"
Pitch. . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                             3/8" (Low Profile)
CARB Tier III Compliant. . . . . . . . . . . . . . . . . . . . . . . . . . .                          Yes
Dry Weight. . . . . . . . . . . . . . . . . . .                   9.0 lbs (Powerhead Only)

Features
•	 Features PureFire low emission 2-stroke engine technology
•	 Anti-vibration system increases comfort to get more done 

with less fatigue
•	 14" Oregon bar and chain reduces kickback and provides 

excellent cutting performance
•	 Fuel primer bulb, auto-return choke and pull-force reduction 

result in quick and easy starts
•	 Side access chain tensioner provides quick and convenient 

chain adjustment
•	 Two bar mounting studs keep the chain at peak cutting 

efficiency
•	 Ideal for tree pruning with a top handle design that provides 

excellent balance and maneuverability
•	 Inertia activated chain break stops chain rotation for 

improved safety

CHAIN SAWS

Optional
14" Bar/Chain 3/8" Sprocket . . . . . . . . . . . . . . . . .                  6685295
16" Bar/Chain 3/8" Sprocket . . . . . . . . . . . . . . . . .                  6696520
Spike Set . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                 6696329

CS40EA18
18" Rear Handle Chain Saw, 39.6 cc

Specifications
Engine Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                              2-Stroke
Displacement. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                              39.6 cc
Fuel Tank Capacity. . . . . . . . . . . . . . . . . . . . . . . . .                         12.8 fl oz
Bar & Chain . . . . . . . . . . . . . . . . . .                 Oregon® (Sprocket Nose)
Optional Bar Length . . . . . . . . . . . . . . . . . . . . . . . . .                        14", 16"
Pitch. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                        .325"
CARB Tier III Compliant. . . . . . . . . . . . . . . . . . . . . . . . . . .                          Yes
Dry Weight. . . . . . . . . . . . . . . . . . .                   9.7 lbs (Powerhead Only)

Features
•	 Features PureFire low emission 2-stroke engine technology
•	 S-Start pull-force reduction system and purge primer bulb 

gives quick and easy starts
•	 18" Oregon bar and chain reduces kickback and provides 

excellent cutting performance
•	 Vibration dampening system for user comfort and less 

fatigue
•	 Side access chain tensioner provides quick and convenient 

chain adjustment
•	 Two bar mounting studs keep the chain at peak cutting 

efficiency
•	 Inertia activated chain brake stops chain rotation for 

improved safety
•	 Outstanding power to weight reduces fatigue resulting in 

higher productivity

Includes
Combi Box Spanner (10/19mm) . . . . . . . . . . . . . . .                6685402
18" Chain Cover. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                 
18" Oregon Bar and Chain (assembled) . . . . . . . . . . . . . . . .               

Includes
Combi Box Spanner (10/19mm) . . . . . . . . . . . . . . .                6685402
16" Chain Cover. . . . . . . . . . . . . . . . . . . . . . . . . . .                            6685440
16" Oregon Bar and Chain (assembled) . . . . . . . . . . . . . . . .               

Includes
Combi Box Spanner (10/19mm) . . . . . . . . . . . . . . .                6685402
14" Chain Cover. . . . . . . . . . . . . . . . . . . . . . . . . . .                            6685439
14" Oregon Bar and Chain (assembled) . . . . . . . . . . . . . . . .               
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OUTDOOR POWER EQUIPMENT

GRASS TRIMMER / BRUSHCUTTER QUICK REFERENCE
Displacement Shaft Drive Fuel Capacity Starting Cutting Weight

Model Type cc Engine Type Length Shaft fl. oz. System Head (lbs)* Page

CG22EABSLP Curved 21.1 PureFire® Two-Stroke 54" 6mm Flex Cable 14.9 S-Start 4" Semi-Auto 10.1 82

CG22EASSLP Straight 21.1 PureFire® Two-Stroke 60.3" 7mm Solid Steel 14.9 S-Start 4" Semi-Auto 11.0 82

CG22EADSLP Split 21.1 PureFire® Two-Stroke 60.3" 7mm Solid Steel 14.9 S-Start 4" Semi-Auto 11.5 84

CG24EKSL Straight 23.9 PureFire® Two-Stroke 60.3" 7mm Solid Steel 17.5 Standard 5" Semi-Auto 12.5 82

CG24EASPSL Straight 23.9 PureFire® Two-Stroke 60.3" 7mm Solid Steel 17.6 S-Start 5" Semi-Auto 11.7 82

CG27EASPSL Straight 26.9 PureFire® Two-Stroke 60.3" 7mm Solid Steel 17.6 S-Start 5" Semi-Auto 11.8 83

CG18DSDL Straight 18V Disc Motor 52" Direct Drive 3.0Ah Electric 4" Semi-Auto 9.5 83

* Fully Assembled

Displacement Bar Optional Fuel Capacity Starting Weight
Model Type cc Engine Type Length Bar Lengths fl. oz. System (lbs) Page

CS33ET14 Top Handle 32.2 PureFire® Two-Stroke 14" 12" 10.1 S-Start 9.0 81

CS33EB16 Rear Handle 32.2 PureFire® Two-Stroke 16" 12", 14" 11.8 S-Start 8.4 81

CS40EA18 Rear Handle 39.6 PureFire® Two-Stroke 18" 14", 16" 12.8 S-Start 9.7 81

CS51EAP20 Rear Handle 50.2 PureFire® Two-Stroke 20" 18" 17.6 Standard 11.5 81

CHAIN SAW QUICK REFERENCE

Optional
18" Bar/Chain 3/8" Sprocket . . . . . . . . . . . . . . . . . . . . . . . .                          
Spike Set . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                 6696329

CS51EAP20
20" Rear Handle Chain Saw, 50.2 cc

Specifications
Engine Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                              2-Stroke
Displacement. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                              50.2 cc
Fuel Tank Capacity. . . . . . . . . . . . . . . . . . . . . . . . .                         17.6 fl oz
Bar & Chain . . . . . . . . . . . . . . . . . .                 Oregon® (Sprocket Nose)
Optional Bar Length . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                            18"
Pitch. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                        .325"
CARB Tier III Compliant. . . . . . . . . . . . . . . . . . . . . . . . . . .                          Yes
Dry Weight. . . . . . . . . . . . . . . . . .                  11.5 lbs (Powerhead Only)

Features
•	 Features PureFire low emission 2-stroke engine technology
•	 Decompression valve reduces recoil pull force for easy 

starting
•	 20" Oregon bar and chain reduces kickback and provides 

excellent cutting performance
•	 Vibration dampening system for user comfort and less 

fatigue
•	 Side access chain tensioner provides quick and convenient 

chain adjustment
•	 Two bar mounting studs keep the chain at peak cutting 

efficiency
•	 Inertia activated chain brake stops chain rotation for 

improved safety
•	 Outstanding power to weight reduces fatigue resulting in 

higher productivity

Includes
Combi Box Spanner (10/19mm) . . . . . . . . . . . . . . .                6685402
20" Chain Cover. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                 
20" Oregon Bar and Chain (assembled) . . . . . . . . . . . . . . . .               
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GRASS TRIMMERSGRASS TRIMMERS

CG22EASSLP
21.1 cc Straight Shaft Grass Trimmer

Features
•	 Features PureFire low emission 2-stroke engine technology
•	 Extra long 60" solid steel drive shaft for maximum cutting 

performance and extended reach
•	 S-Start effortless and reliable starting system reduces the 

amount of pull force by 50%
•	 Anti-vibration system provides maximum comfort to get more 

done with less fatigue
•	 4" semi-automatic trimmer head provides hassle-free 

operation and holds 13 feet of .095" co-polymer cutting line
•	 Lightweight & well-balanced for ease of use and 

maneuverability
•	 Protective cover shields the fuel tank from wear and tear

Includes
Box Wrench (Hex. Socket 17/19) . . . . . . . . . . . . . .              6684764
Hex Bar Wrench (4mm). . . . . . . . . . . . . . . . . . . . . . .                       944458
Safety Glasses . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                             875769

Specifications
Engine Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                              2-Stroke
Displacement. . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                               21.1 cc
Fuel Tank Capacity. . . . . . . . . . . . . . . . . . . . . . . . .                         14.9 fl oz
Starting System . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                            S-Start
Drive Shaft. . . . . . . . . . . . . . . . . . . . . . . . . .                         7mm Solid Steel
Drive Shaft Length . . . . . . . . . . . . . . . . . . . . . . . . . . . .                            60.3"
Cutting Head. . . . . . . . . . . . . . . . . . . . . . .                      4" Semi-Automatic
CARB Tier III Compliant. . . . . . . . . . . . . . . . . . . . . . . . . . .                          Yes
Dry Weight. . . . . . . . . . . . . . . . . .                  11.0 lbs (Fully Assembled)

Specifications
Engine Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                              2-Stroke
Displacement. . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                               21.1 cc
Fuel Tank Capacity. . . . . . . . . . . . . . . . . . . . . . . . .                         14.9 fl oz
Starting System . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                            S-Start
Drive Shaft. . . . . . . . . . . . . . . . . . . . . . . . . .                         6mm Flex Cable
Drive Shaft Length . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                             54"
Cutting Head. . . . . . . . . . . . . . . . . . . . . . .                      4" Semi-Automatic
CARB Tier III Compliant. . . . . . . . . . . . . . . . . . . . . . . . . . .                          Yes
Dry Weight. . . . . . . . . . . . . . . . . .                  10.1 lbs (Fully Assembled)

Includes
Box Wrench (Hex. Socket 17/19) . . . . . . . . . . . . . .              6684764
Hex Bar Wrench (4mm). . . . . . . . . . . . . . . . . . . . . . .                       944458
Safety Glasses . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                             875769

Features
•	 Features PureFire low emission 2-stroke engine technology
•	 S-Start effortless & reliable starting system reduces the 

amount of pull force by 50%
•	 Anti-vibration system provides maximum comfort to get more 

done with less fatigue
•	 4" semi-automatic trimmer head provides hassle-free 

operation and holds 13 feet of .095" co-polymer cutting line
•	 54" drive shaft helps reduce fatigue
•	 Lightweight & well-balanced for ease of use and 

maneuverability
•	 Protective cover shields fuel tank from wear and tear

CG22EABSLP
21.1 cc Curved Shaft Grass Trimmer

Includes
Box Wrench (Hex. Socket 17/19) . . . . . . . . . . . . . .              6684764
Hex Bar Wrench (4mm). . . . . . . . . . . . . . . . . . . . . . .                       944458
Safety Glasses . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                             875769

CG24EASPSL
23.9 cc Straight Shaft Grass Trimmer

Specifications
Engine Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                              2-Stroke
Displacement. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                              23.9 cc
Fuel Tank Capacity. . . . . . . . . . . . . . . . . . . . . . . . .                         17.6 fl oz
Starting System . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                            S-Start
Drive Shaft. . . . . . . . . . . . . . . . . . . . . . . . . .                         7mm Solid Steel 
Drive Shaft Length . . . . . . . . . . . . . . . . . . . . . . . . . . . .                            60.3"
Cutting Head. . . . . . . . . . . . . . . . . . . . . . .                      5" Semi-Automatic
CARB Tier III Compliant. . . . . . . . . . . . . . . . . . . . . . . . . . .                          Yes
Dry Weight. . . . . . . . . . . . . . . . . .                  11.7 lbs (Fully Assembled)

Includes
Box Wrench (Hex. Socket 17/19) . . . . . . . . . . . . . .              6684764
Hex Bar Wrench (4mm). . . . . . . . . . . . . . . . . . . . . . .                       944458
Safety Glasses . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                             875769

CG24EKSL
23.9 cc Straight Shaft Grass Trimmer

Specifications
Engine Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                              2-Stroke
Displacement. . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                               23.9 cc
Fuel Tank Capacity. . . . . . . . . . . . . . . . . . . . . . . . .                         17.5 fl oz
Starting System . . . . . . . . . . . . . . . . . . . . . .                       Standard Recoil
Drive Shaft. . . . . . . . . . . . . . . . . . . . . . . . . .                         7mm Solid Steel
Drive Shaft Length . . . . . . . . . . . . . . . . . . . . . . . . . . . .                            60.3"
Cutting Head. . . . . . . . . . . . . . . . . . . . . . .                      5" Semi-Automatic
CARB Tier III Compliant. . . . . . . . . . . . . . . . . . . . . . . . . . .                          Yes
Dry Weight. . . . . . . . . . . . . . . . . .                  12.5 lbs (Fully Assembled)

Features
•	 Features PureFire low emission 2-stroke engine technology
•	 Honeycomb design outer engine housing provides added 

engine protection for maximum durability
•	 Extra long 60" solid steel drive shaft for maximum cutting 

performance and extended reach
•	 Professional grade dual-line trimmer head holds 25 feet of 

line for more productivity
•	 Lightweight and well-balanced for ease of use and 

maneuverability
•	 Protective cover shields the fuel tank from wear and tear
•	 Blade capable (sold separately) to tackle thick brush and 

weeds with ease
•	 Anti-vibration system provides maximum comfort to get more 

done with less fatigue
•	 Extra large fuel tank results in extended use

Features
•	 Features PureFire low emission 2-stroke engine technology
•	 Extra long 60” solid steel shaft for maximum cutting 

performance and extended reach
•	 S-Start effortless & reliable starting system reduces pull 

force up to 50%
•	 Anti-vibration system to maximize comfort and productivity 

with less fatigue
•	 5” semi-automatic trimmer head for hassle free operation 

and easy loading
•	 Protective cover shields the fuel tank from wear and tear
•	 Blade capable (not included) for clearing thick brush and 

weeds

Includes
Box Wrench (Hex. Socket 17/19) . . . . . . . . . . . . . .              6684764
Hex Bar Wrench (4mm). . . . . . . . . . . . . . . . . . . . . . .                       944458
Safety Glasses . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                             875769

Specifications
Engine Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                              2-Stroke
Displacement. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                              26.9 cc
Fuel Tank Capacity. . . . . . . . . . . . . . . . . . . . . . . . .                         17.6 fl oz
Starting System . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                            S-Start
Drive Shaft. . . . . . . . . . . . . . . . . . . . . . . . . .                         7mm Solid Steel
Drive Shaft Length . . . . . . . . . . . . . . . . . . . . . . . . . . . .                            60.3"
Cutting Head. . . . . . . . . . . . . . . . . . . . . . .                      5" Semi-Automatic
CARB Tier III Compliant. . . . . . . . . . . . . . . . . . . . . . . . . . .                          Yes
Dry Weight. . . . . . . . . . . . . . . . . .                  11.8 lbs (Fully Assembled)

Features
•	 Features PureFire low emission 2-stroke engine technology
•	 Extra long 60” solid steel shaft for maximum cutting 

performance and extended reach
•	 S-Start effortless & reliable starting system reduces pull 

force up to 50%
•	 Anti-vibration system with padded handle to maximize 

comfort and productivity with less fatigue
•	 5” semi-automatic trimmer head for hassle free operation 

and easy loading
•	 Protective cover shields the fuel tank from wear and tear
•	 Blade capable (not included) for clearing thick brush and 

weeds

CG27EASPSL
26.9 cc Straight Shaft Grass Trimmer

Includes
3.0Ah 18V Li-Ion Slide Battery BSL1830 (X 1) . . . . .      330067
14.4V- 18V LI Universal Battery Charger. . . . . . . .        UC18YGSL
Safety Glasses . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                              875769

Specifications
Engine Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                             Disc Motor
Volts. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                          18
Starting System . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                            Electric
Drive Shaft. . . . . . . . . . . . . . . . . . . . . . . . . . . . .                              Direct Drive
Cutting Head. . . . . . . . . . . . . . . . . . . . . . .                      4" Semi-Automatic
Battery Amp Hour. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                              3.0
Battery Type. . . . . . . . . . . . . . . . . . . . . . . . .                        Lithium Ion Slide
CARB Tier III Compliant. . . . . . . . . . . . . . .              Yes (Emission Free)
Dry Weight. . . . . . . . . . . . . . . . . . .                   9.5 lbs (Fully Assembled)

Features
•	 Features Hitachi Disc Motor technology with motor located at 

trimmer head
•	 52 inch straight shaft for maximum cutting performance and 

reach
•	 Hitachi High Capacity 18V, 3.0Ah Li-ion battery and charger
•	 Extremely low 69 dbA sound level compared to 95 dbA of gas 

trimmers
•	 Sealed, dust proof and water resistant motor
•	 Lightweight, low vibration and well balanced for comfort and 

productivity
•	 Compatible with Hitachi 18V slide battery power tools
•	 Zero emission trimmer

CG18DSDL
18V Lithium Ion Grass Trimmer (3.0Ah)

2-Stroke engine for meeting 
emissions standards

Hitachi's PureFire series achieve lower emissions and lower fuel consumption, 
moreover less CO exhausted compared with our traditional engine products. They are 
environmentally friendly and healthy, suitable for prolonged use.

PureFire® 2-Stroke Engines

1

Most Hitachi PureFire® Engines are rated to 300 hour 
EDP as indicated by the icon.
* EDP is defined by the U.S. Environmental Protection Agency as “Emissions Durability Period.” EPA uses 
the term “useful life”, which is defined as “…when engine performance depreciates to the point where 
usefulness and/or reliability is impacted to a degree sufficient to neccesitate overhaul or replacement…” 
(U.S. Government, Code of Federal Regulations, Vol. 40, Chapter 1, Sec. 90.105, par. , §ii).

EMISSIONS DURABILITY PERIOD (EDP*)
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Features
•	 Maintenance-free, brushless alternator provides consistent, 

dependable power with no maintenance
•	 Integrating a cart with oversized tires into the design of the 

generator maximizes portability allowing for single person 
transport

•	 A safe worksite is the first priority and the GFCI outlets allow 
for safe operation in outdoor environments

•	 The 120V, 30 Amp twist lock outlet provides flexibility, while 
avoiding interrupted power supply

•	 Moving the generator with on-site equipment is convenient 
and safe with the included lift hook

Includes
Tank Cap . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                  683726
Fuel Filter. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                  683728
Wheel (X 2). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                 683751 

Specifications
Max Power Output . . . . . . . . . . . . . . . . . . . . . . . . . .                           4,300W
Rated Power Output. . . . . . . . . . . . . . . . . . . . . . . . .                          3,800W
Engine Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                             Honda GX
Max Current @ 120V . . . . . . . . . . . . . . . . . . . . . .                      35.8 Amps
Max Current @ 240V . . . . . . . . . . . . . . . . . . . . . .                      17.9 Amps
Starting System . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                             Recoil
Fuel Tank Capacity. . . . . . . . . . . . . . . . . . . . . . . . .                          5 Gallons
Dry Weight. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                157 lbs

E43
8 HP 4,300 Watt Generator

1

BLOWER & GENERATORSMARTFIT ATTACHMENTS

Optional
Articulating Hedge Trimmer Attachment . . . . . . . . . . . .            CGHT
Mini-Cultivator Attachment. . . . . . . . . . . . . . . . . . . . . .                     CGMC
Portable Edger Attachment. . . . . . . . . . . . . . . . . . . . . .                      CGPE
Pole Saw Attachment. . . . . . . . . . . . . . . . . . . . . . . . . .                          CGPS

CG22EADSLP
21.1 cc Split Shaft Grass Trimmer

Specifications
Engine Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                              2-Stroke
Displacement. . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                               21.1 cc
Fuel Tank Capacity. . . . . . . . . . . . . . . . . . . . . . . . .                         14.9 fl oz
Starting System . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                            S-Start
Drive Shaft. . . . . . . . . . . . . . . . . . . . . . . . . .                         7mm Solid Steel
Drive Shaft Length . . . . . . . . . . . . . . . . . . . . . . . . . . . .                            60.3"
Cutting Head. . . . . . . . . . . . . . . . . . . . . . .                      4" Semi-Automatic
CARB Tier III Compliant. . . . . . . . . . . . . . . . . . . . . . . . . . .                          Yes
Dry Weight. . . . . . . . . . . . . . . . . .                  11.5 lbs (Fully Assembled)

Features
•	 Features PureFire low emission 2-stroke engine technology
•	 Quickly and easily converts to one of four optional Hitachi 

attachments (edger tool, articulating hedge trimmer tool, pole 
saw tool and mini-cultivator)

•	 S-Start effortless and reliable starting system reduces the 
amount of pull force by 50%

•	 Anti-vibration system provides maximum comfort to get more 
done with less fatigue

•	 4" semi-automatic trimmer head provides hassle-free 
operation and holds 13 feet of .095" co-polymer cutting line

•	 Lightweight & well-balanced for ease of use and 
manueverability

•	 Protective cover shields the fuel tank from wear and tear

Includes
Box Wrench (Hex. Socket 17/19) . . . . . . . . . . . . . .              6684764
Shoulder Belt Single. . . . . . . . . . . . . . . . . . . . . . . .                         6696448
Hex Bar Wrench (4mm). . . . . . . . . . . . . . . . . . . . . . .                       944458
Safety Glasses . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                             875769

RB24EAP
23.9 cc Handheld Blower

Specifications
Engine Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                              2-Stroke
Displacement. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                              23.9 cc
Fuel Tank Capacity. . . . . . . . . . . . . . . . . . . . . . . . .                         17.6 fl oz
Air Volume . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                441 CFM
Air Velocity. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                170 MPH
CARB Tier III Compliant. . . . . . . . . . . . . . . . . . . . . . . . . . .                          Yes
Dimensions (W x H). . . . . . . . . . . . . . . .                8-5/64" x 13-25/64"
Dry Weight. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                 8.6 lbs 

Features
•	 Lightweight (only 8.6 lbs) & well-balanced for comfortable 

use and less fatigue
•	 Class leading air volume at 441 CFM for excellent debris 

movement
•	 Produces an impressive air velocity of 170 MPH (with taper 

nozzle)
•	 Large two-finger throttle lever for easier operation
•	 Features PureFire low emission 2-stroke engine technology 

for a better environment
•	 Auto-return stop switch automatically resets to the ON 

position for easier starting

CGPS
Pole Saw Attachment

Specifications
Drive Shaft. . . . . . . . . . . . . . . . . . . . . . . . . .                         7mm Solid Steel
Bar & Chain . . . . . . . . . . . . . . . . . . . . . . . . . . .                          Oregon® 10" 
Oil Capacity . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                               6.5 fl. oz.
Max Branch Diameter. . . . . . . . . . . . . . . . . . . . . . . . . . . . .                            8" 
Oiling System. . . . .     Crankshaft Driven, Adjustable, Automatic 
Overall Length . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                47"
Weight . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                    3.7 lbs

Features
•	 10” Oregon® Bar and 

Chain
•	 Cuts Branches up to 8” in 

Diameter

CGMC
Mini-Cultivator Attachment

Specifications
Drive Shaft. . . . . . . . . . . . . . . . . . . . . . . . . .                         7mm Solid Steel
Digging Depth. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                  4" 
Digging Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                  6"
Teeth . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                   12 Tines
Overall Length . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                34"
Weight . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                    6.1 lbs

Features
•	 4" Digging Depth
•	 6" Digging Width

CGPE
Portable Edger Attachment

Specifications
Drive Shaft. . . . . . . . . . . . . . . . . .                  Heavy-Duty, 8 Layer Cable
Cutting Depth. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                  3" 
Cutting Blade Length . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                            8"
Wheel. . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                               6" Solid Rubber
Overall Length . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                33"
Weight . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                    5.1 lbs

Features
•	 Height Adjustment System

Features
•	 Articulates up to 130 

Degrees
•	 Great for Tall Hedges or 

Tough Ground Cover

CGHT
Articulating Hedge Trimmer 
Attachment

Specifications
Drive Shaft. . . . . . . . . . . . . . . . . . . . . . . . . .                         7mm Solid Steel
Articulating Blade Angle Range. . . . . . . . . . . . . . . . . .                 0-130° 
Blade Length . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                 22"
Blade Type. . . . . . . . . . . . .              Double-sided, dual reciprocating
Overall Length . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                55"
Weight . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                    5.1 lbs


