**NPR90 21° FRAMING NAILER**

<table>
<thead>
<tr>
<th>Tool</th>
<th>Nail Capacity</th>
<th>Nail Range</th>
<th>Diameter</th>
<th>Firing Mode</th>
</tr>
</thead>
<tbody>
<tr>
<td>NPR90</td>
<td>50 - 75 Nails</td>
<td>2” to 3 - 1/2”</td>
<td>.113 - .148</td>
<td>Restrictive</td>
</tr>
</tbody>
</table>

**Applications:**
Crating, Decking, Fencing, Framing, Pallet Manufacturing, Pallet Repair, Sheathing, Wall Paneling

**Features:**
Uses Spotnails® 20-22° Nails, Bump Fire Plunger Included, Belt Hook Available (P-97469), Flush Drive Attachment Available (AS-99076), Rubber Grip for Comfort, Safety Glasses

Weight: 8 lbs. 6 oz.
Dimensions: 21” L x 4” W x 13-3/4” H

**NTD90 31° CLIPPED HEAD FRAMING NAILER**

<table>
<thead>
<tr>
<th>Tool</th>
<th>Nail Capacity</th>
<th>Nail Range</th>
<th>Diameter</th>
<th>Firing Mode</th>
</tr>
</thead>
<tbody>
<tr>
<td>NTD90</td>
<td>89 Nails</td>
<td>2” to 3-1/2”</td>
<td>.113 - .148</td>
<td>Restrictive</td>
</tr>
</tbody>
</table>

**Applications:**
Crating, Decking, Fencing, Framing, Pallet Manufacturing, Pallet Repair, Sheathing, Wall Paneling

**Features:**
Uses Spotnails® 31° Paper Tape Strip Nails, Bump Fire Plunger Included, Belt Hook Available (P-97469), Flush Drive Attachment Available (AS-99076), Rubber Grip for Comfort

Weight: 8 lbs. 6 oz.
Dimensions: 16-1/2” L x 4-1/2” W x 14-1/2” H

**QCND65 0° PLASTIC COLLATED NAILER**

<table>
<thead>
<tr>
<th>Tool</th>
<th>Nail Capacity</th>
<th>Nail Range</th>
<th>Diameter</th>
<th>Firing Mode</th>
</tr>
</thead>
<tbody>
<tr>
<td>QCND65</td>
<td>300 Nails</td>
<td>1-1/4” to 2-1/2”</td>
<td>.083 - .099</td>
<td>Selectable</td>
</tr>
</tbody>
</table>

**Applications:**
Decking, Exterior Trim, Fencing, Pallet Manufacturing, Pallet Repair, Sheathing, Siding

**Features:**
Uses Spotnails® CPD 0° Plastic Insertion Nails (Duo-Fast® Type), 360° Adjustable Exhaust, Adjustable Depth Control, Easy Maneuverability, Nail Basket, Rubber Grip for Comfort, Safety Glasses

Weight: 5 lbs. 2 oz.
Dimensions: 12” L x 5-3/4” W x 13” H

**UCNM65 15° PLASTIC OR WIRE COLLATED NAILER**

<table>
<thead>
<tr>
<th>Tool</th>
<th>Nail Capacity</th>
<th>Nail Range</th>
<th>Diameter</th>
<th>Firing Mode</th>
</tr>
</thead>
<tbody>
<tr>
<td>UCNM65</td>
<td>300 Nails</td>
<td>1-1/4” to 2-1/2”</td>
<td>.083 - .099</td>
<td>Selectable</td>
</tr>
</tbody>
</table>

**Applications:**
Decking, Exterior Trim, Fencing, Pallet Manufacturing, Pallet Repair, Sheathing, Siding

**Features:**
Uses Spotnails® 15° Plastic Insertion or Wire Weld Coil Nails, 360° Adjustable Exhaust, Adjustable Depth Control, Easy Maneuverability, Nail Basket, Rubber Grip for Comfort, Safety Glasses
CONTACT US
1100 Hicks Road, Rolling Meadows, IL 60008
Phone: 800.873.2239 | Fax: 888.369.2588
Email: CustomerService@Spotnails.com

FIND US
For the Dealer Nearest You
SPOTNAILS.COM/DEALER-LOCATOR

For aftermarket parts and accessories, please visit:
NailerParts.com and PartsKrafters.com